Metal oxides based graphene nanocomposites were used for ammonia vapour sensing. The selfassembly process was adopted to prepare freestanding flexible pure rGO, CeO 2 -rGO and SnO 2 -rGO composite papers. The structural studies confirmed the formation of rGO composite papers. The ammonia vapor sensing was demonstrated using an impedance analyzer at different humidity levels as well as concentration. The CeO 2 -rGO composite paper achieved a sensitivity of 51.70 ± 1.2%, which was higher than that of pure rGO and SnO 2 -rGO composite paper. Both the surfaces (top and bottom) of the papers are active in efficiently sensing ammonia, which makes the present work unique. The results reveal that metal oxide/rGO papers can be effectively utilized in real time sensor application.
Materials and Method
The pure and composite form of rGO papers were prepared by using self-assembly method as reported earlier [28] [29] [30] [31] . In order to improve the sensor performance, tin oxide (SnO 2 ) and cerium oxide (CeO 2 ) were separately incorporated into the rGO paper to make the composite structure. The cerium(III) chloride heptahydrate (10 wt%) was mixed with the as-synthesized graphene oxide powder and motorized for 30 min followed by sonication for 3 h to form the CeO 2 -rGO composite gel. By the same way, SnO 2 -rGO composite gel was also prepared. The gels were poured over the silane coated petri-plate and dried at 60 °C. The pure and composite form of GO papers were prepared and annealed at 400 °C under argon atmosphere to get reduced GO (rGO) paper. The as-prepared freestanding flexible rGO papers were sintered to enhance the conductivity and then directly subjected to gas sensing application.
Characterization. The crystallinity of pure and composite form of rGO papers was studied by powder XRD analysis with Cu-Kα radiation using RIGAKU MINIFLEX II-C system. Raman spectra were recorded using HORIBA JOBIN YVON LABRAM HR micro Raman system with excitation wavelength of 488 nm of the argon-ion laser. The morphology of prepared samples was studied using TESCAN VEGA 3 SBU Scanning Electron Microscopy (SEM) and the elemental mapping by FEI Quanta FEG 200 High-Resolution SEM. TEM images were obtained with LA D6 source in TECNAI T-30 HRTEM. The gas sensing properties were analyzed by using WEYNE KERR 6500B precision impedance analyzer. Functional groups were identified before and after exposure of ammonia using FT/IR-6300 type A FTIR instrument with ATR PRO470-H mode. Figure 1 shows the experimental set-up for ammonia sensing with the sample size of 1 cm 2 loaded into the flask. The electrical contacts were made on both the edges of the sample directly connected to the impedance analyzer. The ac voltage was applied as an input to the sample and the change-in electrical impedance was measured with respect to ammonia vapor as a function of relative humidity and concentration. The electrical signal varies on the exposure of ammonia vapor at various humidity and concentration levels. The ammonia vapor sensing in the present study was realized with a simple and cost effective experimental set-up.
Results and Discussion
The mechanism of ammonia detection is given by Eq. (1)
where, Mx is the metal oxide. The metal oxide is used as a catalyst to enhance the sensing of gases 32 . The rGO sheet possesses mesoporous structure used as a carrier for metal oxides, which adsorbs large amount of toxic gases. Ammonia possesses electron donating nature and it can be directly absorbed by metal oxide complexes. In addition, the reversible process takes place in ammonia by proton transfer phenomenon. Figure 2 shows the adsorption of ammonia on the surface of the composite structures. It is to be noted that the ammonia can directly link to the composite materials without altering the crystalline structure. Figure 2 (a) represents the situation before the exposure of ammonia to the rGO composite paper. After exposure of ammonia, it can be directly adsorbed on to the composite materials as shown in Fig. 2(b) . The structure of pure and composite form of rGO paper remains unaltered after the exposure of ammonia. Powder XRD patterns of pure and composite form of rGO papers are shown in Fig. 3 . The intensity of the XRD pattern decreases for composite sample confirming the incorporation of SnO 2 /CeO 2 materials onto the rGO paper. The broad peak at 2θ = 25.06° confirms the formation of pure rGO paper corresponding to the (002) orientation. For the metal oxide/rGO composite, the (002) rGO peak is very broad in the 2θ range 21-25°. The peak at 2θ = 24.82° represents the (100) plane of SnO 2 and the peaks at 24.53° and 26.53° correspond to CeO 2 in the rGO matrix. The sharp peaks of Sn and Ce appear to be overlapping with the broad rGO peak and hence the peak corresponding to rGO is not very prominent in the composite. The interlayer spacing was calculated to be 3.51, 4.028 and 3.982 Å for pure rGO, CeO 2 -rGO and SnO 2 -rGO composites respectively.
Raman spectra of pure and composite form of rGO papers are shown in Fig. 4 . The G band at 1359 cm −1 and D band at 1601 cm −1 confirm the formation of pure rGO paper. The G and D bands of SnO 2 -rGO composite paper was observed at 1573.52 cm −1 and 1336.06 cm −1 . The CeO 2 -rGO composite paper possesses G band at 1571.93 cm −1 and D band at 1335.17 cm −1 . Due to the addition of SnO 2 /CeO 2 in rGO matrix , the band position is shifted to lower wavenumber. The I D /I G ratio of pure rGO paper was calculated to be 0.85 and increased to 1.008 for SnO 2 -rGO composite paper and 1.022 for CeO 2 -rGO composite paper. The incorporation of metal oxides creates more defects in rGO paper, thereby increasing the D band intensity for composite samples 33 .
The morphology of SnO 2 -rGO and CeO 2 -rGO composite papers are shown in Fig. 5 . The sheet-like morphology was observed in both the cases. The addition of 10 wt% of SnO 2 does not influence the morphology SnO 2 -rGO composite paper. The CeO 2 particles adhered to the rGO composite were clearly identified through the SEM image shown in Fig. 5 Fig. 8 . The metal oxide particles were distributed over the rGO paper as confirmed in the SEM images. Figure 8(a) shows agglomerated SnO 2 particles distributed over the rGO paper, whereas in CeO 2 -rGO composite paper, well-disbursed CeO 2 particles are uniformly distributed over the rGO paper ( Fig. 8(b) ), which enhances the ability of ammonia sensing. www.nature.com/scientificreports www.nature.com/scientificreports/ The exposure of ammonia vapor over the pure and composite form of rGO papers was detected directly by the impedance analyzer. Figure 9 shows the ammonia vapor sensing of pure rGO paper under different relative humidity (RH) and concentration levels. The change in impedance with respect to the applied frequency is www.nature.com/scientificreports www.nature.com/scientificreports/ plotted. The increase in impedance value with increasing relative humidity confirms the adsorption of ammonia over rGO paper at different humidity levels. The affinity of ammonia is the maximum at higher humidity level, resulting in higher impedance value. The ammonia sensing was also measured by varying the concentration of ammonia. The plot shows that while increasing the concentration, the impedance gradually increases and saturated at 3 mL for pure rGO paper. The ammonia sensing for SnO 2 -rGO composite paper shows that the impedance value increased by increasing the relative humidity and concentration as shown in Fig. 10 . Initially, the impedance increased slowly with increasing humidity level and there was a drastic change in the impedance for 100% humidity. While increasing the concentration, the impedance value increased for SnO 2 -rGO composite paper and saturated at 3 mL of ammonia. Similarly, the sensing of CeO 2 -rGO composite paper was analyzed as shown in Fig. 11 . It also shows impedance increases with increasing humidity and concentration. The sensitivity of the ammonia adsorbed over the sample was calculated using Eq. (2) The sensitivity of pure rGO paper was calculated to be 23.28 ± 0.7%. The sensitivity of the SnO 2 -rGO composite paper was 41.04 ± 1.0% and for the CeO 2 -rGO composite paper the sensitivity was 51.70 ± 1.2%. The semiconducting SnO 2 has n-type conductivity with a band gap of around 3.3-4.3 eV based on the type of synthesis process, which limits the possibility of higher chemisorption of NH 3 molecules. Ce doping meritoriously influences the electronic properties of rGO matrix, which can be explained by the following equation: The general sensing reaction can be represented as
The Ce 4+ ions doped into rGO matrix, which binds with graphene to form the electron-donor defects (CeY••). The electron neutrality is maintained by the release of two electrons into the conduction band by Ce ions to increase the response 34 . When the sensor is exposed to ammonia gas, chemisorbed NH 3 molecules react with the superoxide (O 2 − ) molecule of CeO 2 and change the sensor resistance. Moreover, the cubic structure of CeO 2 can easily engrave with graphene matrix, enhancing the catalytic activity of CeO 2 -rGO material thereby sensing the toxic gases more effectively compared to SnO 2, which is less efficient for ammonia sensing. www.nature.com/scientificreports www.nature.com/scientificreports/ The experiments were performed thrice over a period of 60 days. After each experiment, the material was kept at 400 °C in a tubular furnace to remove the ammonia completely. The sensitivity showed a variation of about ±1.2% in each cycle. The long-term stability was tested over 60 days. Table 1 summarizes the different methods used for ammonia sensing with various materials. The polymer materials showed poor sensitivity and bulk nanomaterials were developed to maximize the sensitivity. Carbon based materials (carbon nanotubes and graphene) were developed to enhance the sensing response. In the present work, the metal oxide were embedded/connected to the reduced graphene oxide matrix resulting in a sensing response of 51.70 ± 1.2% for CeO 2 -rGO composite paper, which is comparable to the other methods reported earlier. The homemade set-up is used for ammonia sensing, due to its simple operation protocol and low cost. The present sensors are of freestanding, flexible in nature and both the surface can be used for ammonia sensing applications.
Conclusion
This is the first demonstration of the freestanding flexible, pure rGO, SnO 2 -rGO and CeO 2 -rGO composite papers prepared by a self-assembly process used for ammonia sensing. The structural and morphology of pure and composite rGO papers were confirmed by XRD, SEM and HRTEM analysis. The Raman spectrum and EDX analysis confirmed the incorporation of SnO 2 and CeO 2 in rGO matrix. The change in electrical signal upon the exposure of ammonia at different relative humidity as well as concentration confirmed the sensing property of ammonia with simple cost effective impedance analyzer at room temperature. The CeO 2 -rGO composite paper exhibited higher sensitivity (51.70 ± 1.2%) against various concentration of ammonia. The ammonia sensing mechanism has also been explored and the result highlights that the CeO 2 -rGO composite paper is a promising candidate for real time ammonia leakage monitoring applications. 
